
Ograniczniki przepięć 
na szyny prądowe 

o rozstawie 60 mm

ETITEC M60 T12 300/12,5
ETITEC M60 T23 300/20

ETITEC M60F T23 300/20

ETITEC 
M60



ETITEC M60 T12 3+0 ETITEC M60 T12 3+1

Typ (wg EN/IEC) T1,T2 / I,II

Najwyższe napięcie trwałej pracy (AC) Uc 300 V 300 V / 305 V (L-N / N-PE)

Napięcie znamionowe 230/400 V; 50-60 Hz

Znamionowy prąd piorunowy Iimp (10/350) 12,5 kA 12.5 kA / 50 kA (L-N / N-PE)

Znamionowy prąd wyładowczy In (8/20) 20 kA 20 kA / 80 kA (L-N / N-PE)

Maksymalny prąd wyładowczy Imax (8/20) 50 kA 50 kA / 100 kA (L-N / N-PE)

Poziom ochrony Up przy In <1,5 kV

Wytrzymałość zwarciowa Isccr 25 kA

Styki sygnalizacji uszkodzenia wewnętrznego (RC) tak (opcja)

Układ sieci TN-C TN-S, TT

MOD.ETITEC M60 T12 300/12,5

ETITEC M60 T12 300/12,5 3+0

BudowaBudowa
Wewnętrznymi Wewnętrznymi elementami zabezpieczającymi są warystory. Ograniczniki ETITEC M60F dodatkowo  elementami zabezpieczającymi są warystory. Ograniczniki ETITEC M60F dodatkowo  
posiadają posiadają wbudowaną wkładkę wbudowaną wkładkę topikową, dzięki czemu nie wymagają zabezpieczenia wstępnego.  topikową, dzięki czemu nie wymagają zabezpieczenia wstępnego.  
W przypadku uszkodzenia ogranicznika aktywowane jest wewnętrzne zabezpieczenie termiczne  W przypadku uszkodzenia ogranicznika aktywowane jest wewnętrzne zabezpieczenie termiczne  
i sygnalizacja jego uszkodzenia - wyraźny kolor czerwony w okienku kontrolnym. i sygnalizacja jego uszkodzenia - wyraźny kolor czerwony w okienku kontrolnym. 
W W przypadku uszkodzenia należy odblokować i wymienić na nową warystorową wstawkę ogranicznika.przypadku uszkodzenia należy odblokować i wymienić na nową warystorową wstawkę ogranicznika.

ZastosowanieZastosowanie
Ograniczniki Ograniczniki przepięć ETITEC M60 T12 są przeznaczone do zastosowania wewnętrznego w rozdzielnicy przepięć ETITEC M60 T12 są przeznaczone do zastosowania wewnętrznego w rozdzielnicy 
głównej jako Typ 1 i Typ 2 oraz ETITEC M60 T23 w rozdzielnicy głównej lub podrozdzielnicy jako Typ 2 i Typ 3 głównej jako Typ 1 i Typ 2 oraz ETITEC M60 T23 w rozdzielnicy głównej lub podrozdzielnicy jako Typ 2 i Typ 3 
zabezpieczenia przed przepięciami wywołanymi wyładowaniami atmosferycznymi bezpośrednimi, pośrednimi zabezpieczenia przed przepięciami wywołanymi wyładowaniami atmosferycznymi bezpośrednimi, pośrednimi 
lub łączeniowymi. lub łączeniowymi. Ograniczniki Ograniczniki przepięć ETITEC M60 montuje się na szynach prądowych o rozstawie 60 mm.przepięć ETITEC M60 montuje się na szynach prądowych o rozstawie 60 mm.

Układy wewnętrzne

ETITEC M60 T12 300/12,5 3+0 (RC) ETITEC M60 T12 300/12,5 3+1 (RC)

Ograniczniki przepięć ETITEC M60 T12

Dane techniczne

Ograniczniki przepięć  
ETITEC M60 T12 oraz T23  
do montażu na szynach  
prądowych o rozstawie 60 mm

Typ Nr 
kodowy

Iimp
(10/350 µs) (szt)

Styki RC

ETITEC M60 T12 300/12,5 3+0 002440850 12,5 kA 568 1/20 nie

ETITEC M60 T12 300/12,5 3+0 RC 002440851 12,5 kA 576 1/20 tak

ETITEC M60 T12 300/12,5 3+1 002440852 12,5 kA 610 1/20 nie

ETITEC M60 T12 300/12,5 3+1 RC 002440853 12,5 kA 617 1/20 tak

MOD.ETITEC M60 T12 300/12,5 002440862 12,5 kA 104 1/28 -
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec T1-xxx-3+0 300

Weight pounds [grams] 1.252 [568]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec T1-xxx-3+0-R 300

Weight pounds [grams] 1.270 [576]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T1 3+0

Internal Configuration

Legend

L Line Busbar Terminal

z PEN Conductor Terminal 

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector
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Single Unit 

ProTec T1-xxx-P 300

Weight pounds [grams] .229 [104]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 4.3 × 4.5 × 13.8" [109 × 115 × 352 mm]

Standard Order Quantity 28 Units

.71
[18] 2.9 [73.5]
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec 60 T1-xxx-3+1 300

Weight pounds [grams] 1.345 [610]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec 60 T1-xxx-3+1-R 300

Weight pounds [grams] 1.360 [617]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T1 3+1

Internal Configuration

Legend

L Line Busbar Terminal

z PE Conductor Terminal

N Neutral Conductor Terminal

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector
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Single Unit 

ProTec T1-xxx-P 300

Weight pounds [grams] .229 [104]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 4.3 × 4.5 × 13.8" [109 × 115 × 352 mm]

Standard Order Quantity 28 Units

.71
[18] 2.9 [73.5]



ETITEC M60(F) T23 3+0 ETITEC M60(F) T23 3+1
Typ (wg EN/IEC) T2,T3 / II,III
Najwyższe napięcie trwałej pracy (AC) Uc 300 V 300 V / 305 V (L-N / N-PE)
Napięcie znamionowe 230/400 V; 50-60 Hz
Znamionowy prąd wyładowczy In (8/20) 20 kA 20 kA / 40 kA (L-N / N-PE)
Udar kombinowany Uoc/Icw 6 kV / 3 kA 6 kV / 3 kA
Poziom ochrony Up przy In <1,5 kV
Wytrzymałość zwarciowa Isccr 25 kA
Styki sygnalizacji uszkodzenia wewnętrznego (RC) tak (opcja)
Układ sieci TN-C TN-S, TT
Ogranicznik z wbudowaną wkładką topikową tylko M60F

MOD.ETITEC M60F T23 300/20

ETITEC M60 T23 300/20 3+1

Układy wewnętrzne

Rysunki wymiarowe
ETITEC M60F T23 300/20 3+1 (RC)ETITEC M60F T23 300/20 3+0 (RC)

Ogranicznik przepięć ETITEC M60 T12

ETITEC M60 T23 300/20 3+1 (RC)ETITEC M60 T23 300/20 3+0 (RC)

Ogranicznik przepięć ETITEC M60(F) T23

Ograniczniki przepięć ETITEC M60 T23

Dane techniczne

Typ Nr 
kodowy

In/Imax
(8/20 µs) (szt)

Styki RC

ETITEC M60 T23 300/20 3+0 002440854 20/50 kA 433 1/20 nie
ETITEC M60 T23 300/20 3+0 RC 002440855 20/50 kA 441 1/20 tak
ETITEC M60 T23 300/20 3+1 002440856 20/50 kA 469 1/20 nie
ETITEC M60 T23 300/20 3+1 RC 002440857 20/50 kA 477 1/20 tak
MOD.ETITEC M60 T23 300/20 002440863 20/50 kA 59 1/28 -
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec T1-xxx-3+0 300

Weight pounds [grams] 1.252 [568]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec T1-xxx-3+0-R 300

Weight pounds [grams] 1.270 [576]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T1 3+0

Internal Configuration

Legend

L Line Busbar Terminal

z PEN Conductor Terminal 

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector
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Single Unit 

ProTec T1-xxx-P 300

Weight pounds [grams] .229 [104]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 4.3 × 4.5 × 13.8" [109 × 115 × 352 mm]

Standard Order Quantity 28 Units

.71
[18] 2.9 [73.5]
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec T1-xxx-3+0 300

Weight pounds [grams] 1.252 [568]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec T1-xxx-3+0-R 300

Weight pounds [grams] 1.270 [576]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T1 3+0

Internal Configuration

Legend

L Line Busbar Terminal

z PEN Conductor Terminal 

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector
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Spare Unit
Single Unit 

ProTec T1-xxx-P 300

Weight pounds [grams] .229 [104]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 4.3 × 4.5 × 13.8" [109 × 115 × 352 mm]

Standard Order Quantity 28 Units

.71
[18] 2.9 [73.5]
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec 60 T2F-xxx-3+0 300

Weight pounds [grams] 1.021 [463]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec 60 T2F-xxx-3+0-R 300

Weight pounds [grams] 1.038 [471]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T2F 3+0

Internal Configuration

Legend

L Line Busbar Terminal

z PEN Conductor Terminal

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector

F Integrated Surge Adapted Backup Fuse
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Spare Unit
Single Unit 

ProTec T2F-xxx-P 300

Weight pounds [grams] .152 [69]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 3.2 × 4.5 × 12" [83 × 116 × 305 mm]

Standard Order Quantity 24 Units

.71
[18] 2.25 [57.2]
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec 60 T2F-xxx-3+0 300

Weight pounds [grams] 1.021 [463]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec 60 T2F-xxx-3+0-R 300

Weight pounds [grams] 1.038 [471]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T2F 3+0

Internal Configuration

Legend

L Line Busbar Terminal

z PEN Conductor Terminal

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector

F Integrated Surge Adapted Backup Fuse

L1

L2

TD

L2

TD

TD
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L1

L2
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Spare Unit
Single Unit 

ProTec T2F-xxx-P 300

Weight pounds [grams] .152 [69]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 3.2 × 4.5 × 12" [83 × 116 × 305 mm]

Standard Order Quantity 24 Units

.71
[18] 2.25 [57.2]
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec 60 T2F-xxx-3+1 300

Weight pounds [grams] 1.100 [499]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec 60 T2F-xxx-3+1-R 300

Weight pounds [grams] 1.118 [507]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T2F 3+1

Internal Configuration

Legend

L Line Busbar Terminal

N Neutral Conductor Terminal

z PE Conductor Terminal

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector

F Integrated Surge Adapted Backup Fuse
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L3

TD
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N
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Spare Unit
Single Unit 

ProTec T2F-xxx-P 300

Weight pounds [grams] .152 [69]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 3.2 × 4.5 × 12" [83 × 116 × 305 mm]

Standard Order Quantity 24 Units

.71
[18] 2.25 [57.2]
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec 60 T2F-xxx-3+0 300

Weight pounds [grams] 1.021 [463]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec 60 T2F-xxx-3+0-R 300

Weight pounds [grams] 1.038 [471]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T2F 3+0

Internal Configuration

Legend

L Line Busbar Terminal

z PEN Conductor Terminal

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector

F Integrated Surge Adapted Backup Fuse

L1

L2

TD

L2

TD

TD

RC

L1

L2

TD

L2

TD
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F

F
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F
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2.07 [52.7]

Spare Unit
Single Unit 

ProTec T2F-xxx-P 300

Weight pounds [grams] .152 [69]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 3.2 × 4.5 × 12" [83 × 116 × 305 mm]

Standard Order Quantity 24 Units

.71
[18] 2.25 [57.2]
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec 60 T2-xxx-3+0 300

Weight pounds [grams] .955 [433]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec 60 T2-xxx-3+0-R 300

Weight pounds [grams] .972 [441]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T2 3+0

Internal Configuration

Legend

L Line Busbar Terminal

z PEN Conductor Terminal 

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector

L1

L2

TD

L2

TD

TD

RC

L1

L2

TD

L2
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12 11 14
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Spare Unit
Single Unit 

ProTec T2-xxx-P 300

Weight pounds [grams] .130 [59]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 3.2 × 4.5 × 12" [83 × 116 × 305 mm]

Standard Order Quantity 24 Units
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inches
[mm]

Complete Unit
Complete Unit Dimensions & Packaging

ProTec 60 T1-xxx-3+1 300

Weight pounds [grams] 1.345 [610]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

ProTec 60 T1-xxx-3+1-R 300

Weight pounds [grams] 1.360 [617]

Packaging Dimensions (H x W x L) 270 × 375 × 395" [10.6 × 14.8  × 15.5]

Standard Order Quantity 20 Units

ProTec 60 T1 3+1

Internal Configuration

Legend

L Line Busbar Terminal

z PE Conductor Terminal

N Neutral Conductor Terminal

RC Remote Contacts Terminal (Optional)

TD Thermal Disconnector

© 2023 Raycap All rights reserved.
G29-01-337    230927

1.4 [36]

0.7 [18]

0. 05 [1.2]

0.69 [17.5]

1.7 [43]

1.03 [26.2]
4.9 [123.3]

3.8 [97.1]
2.07 [52.7]

1.3 [32.2]

9.6
 [2

44
.5]

8.9
9 [

22
8]

7.6
 [1

92
]

6.5
 [1

65
.5]

1.3
 [3

3]

RC

12 11 14

L1

L2

TD

L3

N

TD

TD

L1

L2

TD

L3

N

TD

TD

Spare Unit
Single Unit 

ProTec T1-xxx-P 300

Weight pounds [grams] .229 [104]

DIN 43880 Dimension 1 TE / .71 [18]

Packaging Dimensions (H x W x L) 4.3 × 4.5 × 13.8" [109 × 115 × 352 mm]

Standard Order Quantity 28 Units

.71
[18] 2.9 [73.5]

Typ Nr 
kodowy

In/Imax
(8/20 µs) (szt)

Styki RC

ETITEC M60F T23 300/20 3+0 002440858 20/40 kA 463 1/20 nie
ETITEC M60F T23 300/20 3+0 RC 002440859 20/40 kA 471 1/20 tak
ETITEC M60F T23 300/20 3+1 002440860 20/40 kA 499 1/20 nie
ETITEC M60F T23 300/20 3+1 RC 002440861 20/40 kA 507 1/20 tak
MOD.ETITEC M60F T23 300/20 002440864 20/40 kA 69 1/28 -

Ograniczniki przepięć ETITEC M60F T23




